
Butterfly Gravity Dampers
Steel: Standard

Aluminum: Available for Low
Velocity Applications

Fiberglass
Acoustical Media

Mechanical Features

Aerovent's Vertical
Weatherproof
Exhaust Silencer

Elevation View

Description:
➤ Weatherproof sound attenuation device

(Patent No. US 6,457,550 B1) for outdoor
vertical up airflow applications.

➤ One-piece construction combines silencer
and backdraft damper.

➤ Unitary construction reduces field installa-
tion time and cost. Less labor required for
assembly/erection onto fan tower.

➤ Improves the appearance of fan tower
(fewer bolted connections).

➤ Unique design allows rainwater to drain
through slots to exterior of unit.

➤ Overall length is less than traditional
silencer/damper.

Top View

Damper Stop with
Quiet-Open Bulb Seal

Acoustical Center
Designed Specifically for
Each Fan Type and Size

18 Gauge Galvanized
Perforated Metal

Fiberglass Cloth
Erosion Protection

Exterior
Drain Slot(s)

Internal Drain Channel

Continuously Welded Heavy
Gauge Steel Housing

Damper Lip Design Forms a
Tight Seal Around Perimeter to

Prevent Water and Light from
Entering the Building

Rubber Stopper Eliminates
Noise When Damper Opens

Rubber Bulb Seal
Eliminates Noise When
Damper is Closed



OCTAVE 63 125 250 500 1K 2K 4K 8K

Typical 3 10 14 14 15 15 12 10
Insertion Loss

DIMENSIONS (IN.)
SIZE A B C D H N APPROX.

WEIGHT

42 42.44 44.31 50.81 65 796
48 48.56 50.81 57.00 71 0.44 16 988
54 54.50 56.81 63.00 77 1,185
60 60.50 62.81 69.00 73 1,231
72 72.75 76.63 81.00 96 0.56 24 1,900
84 84.88 88.75 93.25 112 2,552

Acoustical Data
Pressure Loss Data

Dimensional Data
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LW – Sound Power (dB) RE: 10-12 Watts
LP – Sound Pressure (dB) RE: 0.0002 MB

Insertion Loss
The difference in sound power between the fan
without a silencer and the fan with a silencer.

OUTLET
VELOCITY STEEL ALUMINUM

(FPM)
Min. 1700 1300
Max. 3000 3000
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